
 IBIS MAGIC AIRPLANE GS -700 

READY TO FLY  



POWER PLANT:  

 

Rotax  912S, 100 hp. 

ENGINE:  



 

Air Filter. 

Oil Filter. 

Oil and Water coolers. 

Voltage Regulator. 

Capacitor. 



PROPELLER:  

 

MANUFACTURER: IVO 

PROP. 

MODEL: Patriotic. 

NUMBER OF BLADES: 3. 

PROPELLER DIAMETER:  

72 inches. 

TYPE:  Electric controllable 

pitch propeller.  



Wing Span 29.03ó Top Speed 120 mph  

Wing Area 134, 3 SQ FT Cruise Speed 115 mph.

Wing Chord 4.6' V. N. E. 130 mph

Aspect Ratio                                  6.2 Stall Speed No Flaps 48 mph  

Overall Height 7.1ó Stall Speed W. Flaps 35 mph.

Overall Length 22.5' Rate Of Climb 1000 fpm.

Horizon Tail Span 8.2' Take-Off Roll 262 ft.

Horizon Tail Area 22.6 SQ FT Landing Roll 328 ft

Horizon Tail Chord 2.8' Service Ceiling ´+12.000 ft  

Standard Range 350 millas

Standard Endurance 3 h. 30 min.
Empty Weight 705 Lbs Fuel Consumption 70% Power 4.6  G.P.H.

Useful Load 550 Lbs

Gross Weight 1254 Lbs

Design Load Factor +5/-3 G Engine Rotax 80Hp - 100Hp - 115Hp

Cabin Width 42"  

Cabin Height 46"  

Landing Gear Tricicle

Landing Gear Width 6.2'

Seats (2) side by side

Fuel Capacity Standard 20 US gal.

WEIGHTS AND CAPACITIES

DRIVING PLANT

Propeller, 3 P. IVO PROP, 912 ULS

Specifications and Performance figures are based on the factory

prototype results.

IBIS AIRCRAFT S.A.

TECHNICAL SPECIFICATIONS

MAGIC GS-700

DIMENSIONS PERFORMANCE

Fuel : 94 Octanes The Flight test was made at  3.000 feets ASL and 

Temperature of 28 Centigrades degrees on grass air-

field. 


